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Rating at 25oC ambient temperature unless otherwise specified.
Single phase, half wave, 60 Hz, resistive or inductive load.
For capacitive load, derate current by 20%

 Surge overload rating - 50 Amperes peak
 Ideal for printed circuit boards
 Plastic material has Underwriters Laboratory Flammability

    Classification 94V-0
 Mounting Position: Any

012PBGurht5002PBG
sreifitceRegdirBesahP-elgniSdetavissaPssalG
serepmA0.2tnerruCdrawroFstloV0001ot05egnaRegatloV

retemaraP slobmyS 5002PBG 102PBG 202PBG 402PBG 602PBG 802PBG 012PBG stinU

egatlovesreverkaeptnerrucermumixaM V MRR 05 001 002 004 006 008 0001 stloV

egatlovSMRmumixaM V SMR 53 07 041 082 024 065 007 stloV

egatlovgnikcolbCDmumixaM V CD 05 001 002 004 006 008 0001 stloV

tnerructuptuodeifitcerdrawrofegarevamumixaM
Tta A 05= oC I )VA(F 0.2 spmA

evaw-enisflahelgnissm3.8,tnerrucegrusdrawrofkaeP
dohteMCEDEJ(daoldetarnodesopmirepus ) I MSF 0.05 spmA

A0.2tatnemelereppordegatlovdrawrofsuoenatnatsni.xaM VF 1.1 stloV

TtnerrucesreverCDmumixaM A 52= oC
TtnemelerepegatlovgnikcolbCDdetarta A 001= oC IR

0.01
0.1

uA
mA

egnarerutarepmetgnitarepO TJ 521+ot55- oC

egnarerutarepmetegarotS T GTS 051+ot55- oC



623

SEVRUCCITSIRETCARAHCDNASGNITAR
(TA = 25oC unless otherwise noted)




